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Status of Mineral Resource Information for the Warm Springs Indian Reservation, Oregon
G. W. Walker and S. W. McNary

SUMMARY AND CONCLUSIONS the geology, mineral resources, and potential for
economic development of certain Indian lands.
The Warm Springs Indian Reservation is in aBources of information included published and
area of low mineral potential and, except founpublished data, and personal communications.
common construction materials such as perlite aiithere was no field work.
building stone, no known commercial deposits are
present within its boundaries. A small quarrGeography
produces limited quantities of dimension stone
(tuff). Several varieties of agate and thunder eggs The Warm Springs Indian Reservation, located
occur in the Mutton Mountains in the northeasterabout 60 air miles southeast of Portland, consists
part of the reservation, which might support af 564,330 acres in Jefferson, Wasco, Marion, and
small-scale semiprecious gem stone industry. Ro€kackamas Counties in north-central Oregon
collecting by non-Indians is not permitted at thigFigure 1. Of the total area, 480,196 acres are
time. tribally owned, 84,118 acres are allotted, and 16
The presence of both hot springs and youragres are government owned (U. S. Dept. of Com-
andesitic and basaltic volcanoes on the reservatimerce, 1974, p. 486). The reservation's dimensions
indicates some potential for the development afre about 43 miles north-south and about 36 miles
geothermal energy. Both measured and computedst-west. The tribal headquarters is at Warm
temperatures of hot spring waters indicate there$prings, 15 miles northwest of Madras on U.S.
little likelihood of an adequate heat source for thidighway 26 Eigure ).
production of electrical energy under current The western boundary of the reservation is
technological constraints. However, there is poteatong the crest of the High Cascades. Jefferson
tial for space heating beyond that currently used @teek, the Metolius River, and Lake Billy Chinook
Kah-Nee-Ta. Perhaps development of the resourfoem the southern boundary. On the east, it is
could provide sufficient heat for a greenhouse twounded by Lake Simtustus and the Deschutes
hydroponic enterprise. River and on the north by the north-facing slopes
of the Mutton Mountains, and the Laughlin Hills.
Altitudes range from 10,497 feet at Mount
INTRODUCTION Jefferson on the western boundary to 1,580 feet at
the Deschutes River below Round Butte Dam. The
Purpose steep slopes of the Cascade Range give way to a
more gentle rolling topography on the east. Stream
This report was prepared for the U.S. Bureau whlleys are U-shaped and most slopes near the crest
Indian Affairs by the U.S. Geological Survey an@nd below 6,500 feet are forested. Eastward the
the U.S. Bureau of Mines under an agreement timpography consists of broad, gentle slopes incised
compile and summarize available information ohy deep, steep-walled canyons. Here the vegetation
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is typical of a semi-arid climate with scattered 7 %-minute quadrangles
juniper and sagebrush. All streams originate in the Foreman Point ~ Warm Springs

Cascade Mountains and drain eastward to the Waplr_utla Eagle Butte
Deschutes Ri Maupin SW Gateway
eschutes |ver_. _ S Dant Metolius Bench
The reservation is semi-arid with an average Hehe Butte Seekseequa
annual precipitation of about 12 inches, except Simnasho Madras West
near Mount Jefferson where precipitation averages Mutton Mtn. Fly Creek
Kaskela Round Butte Dam

about 100 inches. Greatest precipitation occurs
during November, December, and January. August
is usually the driest month (Oregon State Water 15-minute quadrangles
Resources Board, 1961, p. 70). Mt. Wilson

The reservation is easily accessible with U.S. Breitenbush Hot Springs
Highway 197, a major north-south route through E/I(irt‘]i;]fg?son
Qregon, pass'lng along the eastern boundary. This Whitewater River
highway services both Madras east of the reserva-
tion and Bend, about 60 miles to the south. An- 30-minute quadrangles
other major route, U.S. Highway 26, trends north- (out-of-print)
west-southeast across the reservation to Portland. Dufur

. . Madras

The area is covered by an extensive network of
unpav§d roads. o _ Acknowledgments

Railroad, bus, and airlines also service the
nearby area. A branch of the Burlington Northern Special acknowledgment is made to Mr.

railway (formerly Oregon Trunk Railroad) Passes, . ow Nasewytewa, Realty Officer, Bureau of
near. the Deschut.es River a_nd .provu:.ies frelgmdian Affairs, Warm Springs Indian Agency, who
Service. C(')mmermal bus service is available _fr_oghpplied current data concerning the status of the
Warm Springs an.d Mgdras..Bend h‘f"s a rr?un'c'pr"?lnlineral commodities on the reservation. Mr. Ralph
airport. Commercial air service also is available Prason Deputy Chief, Oregon Department of

Portland from Redmond. Mineral Industries, provided information about the
Lady Frances perlite mine.

Potters Ponds

Map Coverage

Brief examination of the hot springs on the

Topographic maps covering the Warm SPINGSservation and evaluation of their potential for
;e'sl'ir:sa;lo;::)z “::3 zzlogc?enrceljhf(r)(\;vrfcg]uereu. gleothermal energy was made in 1973 by Norman
. MacLeod and Edward A. Sammel, both of the

Geological Survey, Denver, Colorado. U.S. Geological Survey. The results of their brief
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study have been made available to the authors, fmrth-central Oregon (Hodge, 1932) that included
which we thank them. Also, special acknowledgpart of the reservation east of Long. 121°30" W.
ment is made to Dr. Aaron C. Waters, Professand a report on the geology of the region (Hodge,
Emeritus, University of California at Santa Cruz1942). Another product of this work was a map,
who kindly made available some unpublishethcluding brief text, of the geology of the Madras
geologic maps in areas west of Long. 121°30' W. 80-minute quadrangle (Hodge, 1941). Wilkinson
the Fort Butte and Whitewater River quadrangle€1932) made a petrographic study of some of the
rocks exposed in the Mutton Mountains, as a part
PREVIOUS INVESTIGATIONS of the investigations under Dr. Hodge's supervi-
sion.

The eastern and central parts of the Warm At about the same time, Stearns (1931) re-
Springs Indian Reservation have been the subjgarted on the geology and water resources of a
of several regional studies leading principally ttarge region extending from about Lapine to Tygh
geologic maps. Only a small amount of descriptivéalley and from the Cascade crest to areas east of
information has been published on rock units in tHerineville. A geologic map (Stearns, 1931, pl. 10)
area. The western part of the reservation, high @overs a part of the reservation near the confluence
the Cascade Range, has received little attention afdVietolius and Deschutes Rivers. In addition to
the limited geologic reconnaissance that has bedescribing the geology of several dam sites on the
done is largely unpublished. A few reports, whicBeschutes and Crooked Rivers, Stearns includes
are mentioned below, discuss special features gegologic information on the diatomite deposits at
the geology, of the water resources or chemical amdrrebonne, several miles south of the reservation.
physical characteristics of ground and surface In conjunction with the preparation of a geo-
waters, and of mineral resources within or near thegic map of Oregon west of the T2meridian
reservation boundaries. Much of the basic geologfe/ells and Peck, 1961), reconnaissance geologic
information on stratigraphy and structure of thimmapping was done in the Dufur and Madras
region is the result of studies principally in areas 80-minute quadrangles and in selected areas to the
the east of the reservation (see Swanson, 1969, avebt in the Cascade Range. This resulted in a
his list of references) and one major study in thgeologic map of the Dufur quadrangle (Waters,
Western Cascades (Peck and others, 1964). 1968a), which includes that part of the reservation

Some of the first systematic geologic mappingast of Long. 121°30' W. and north of theé"45
within the confines of the reservation was done jparallel, and a revised and updated reconnaissance
the 1920's and early 1930's by students from tgeologic map of the Madras 30-minute quadrangle
University of Oregon and Oregon State Colleg@Vaters, 1968b). The geology of a small part of the
(now University) under the direction of Dr. E. Treservation near Lake Billy Chinook is included in
Hodge. This work resulted in a published recora report on the geology of Cove Palisades State
naissance geologic map of a large area Park by Peterson and Groh (1970). An investiga-
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tion by Walker, Greene, and Pattee (1966) of tfedesite, or rhyolite. The rocks range from Eocene

mineral resources of the Mount Jefferson Primitivi® Holocene in age or from about 40 million years
area obtained some data bearing on the minetala few thousand years. The oldest rocks, includ-
potential of the reservation, and on perlite depositsg those of the Clarno and John Day Formations,
at the Lady Frances mine, just north of the reservaave been studied in considerable detail in areas
tion on the Deschutes River (Allen, 1946; Masorseveral miles east of the reservation in and near the
1951, p. 14; Wagner, 1969, p. 226-227). Ochoco Mountains (Waters and others, 1951,
Robison and Laenen (1976) recently completeslvanson, 1969; Swanson and Robinson, 1968;

a general study of the water resources of the resBebinson, 1975). The next youngest group are
vation. Some detailed information was obtained afistal parts of the Columbia River Basalt Group, an
the composition and temperature of hot-springxtensive sequence of basalt flows and related flow
waters (Mariner and others, 1974) and estimatesloeccias exposed principally in areas northeast of
the minimum reservoir temperatures to be exhe reservation along the Columbia River and its
pected underground. tributaries. Successively younger rocks include
Isotopic ages of selected younger geologgediments and volcanic rocks of the Dalles Forma-
units within and adjacent to the Warm Spring8on, extensive sheets of olivine basalt and more
Indian Reservation have been published bgstricted andesite flows and breccias representing
Armstrong and others (1975). part of the volcanic rocks of the High Cascades
(Thayer, 1936, 1937; Peck and others, 1964).

Younger surficial deposits of alluvium and gravel,

GEOLOGY glacial moraines, and glacial outwash are also
evident.
Stratigraphy Distribution of the rock units within the Warm
Springs Indian Reservation is shownfkgure 2
General and their relative stratigraphic positiorAigure 3

The Warm Springs Indian Reservation includes
a part of the High Cascades physiographic pro@lder Volcanic and Sedimentary Rocks
ince and a part of the east-sloping piedmont that
comprises the southwest margin of the Deschutes-- General-Lower and middle Cenozoic volcanic
Umatilla Plateau province. In common with adjaand sedimentary rocks are exposed extensively in
cent parts of these provinces, the rocks of thiee northeast quarter of the reservation and more
reservation are predominantly of either volcaniextensively in areas both east and west of the
extrusive origin or represent continental sedimemeservation. These rocks, which include parts of
tary deposits composed mainly of volcanic debrithe Clarno and John Day Formations, are slightly
Locally there are small intrusive masses of basalt, moderately altered and are structurally de-
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formed; they correlate in part with "the volcanic In many places, both on the reservation and
rocks of the Western Cascades" (Peck and otheztsewhere, the topmost layers of the Clarno Forma-
1964, p. 7). tion have been eroded and a distinctive weathering
layer of soft, reddish residual clay and silt, gener-

Clarno Formationr-The name Clarno Forma-ally referred to as saprolite, is developed.
tion was originally assigned to a sequence of
volcanic and volcaniclastic rocks exposed near John Day Formatiar-An unconformity sepa-
Clarno on the John Day River (Merriam, 1901aates the Clarno Formation from the overlying
1901b), about 40 miles east of Warm Spring€ligocene and lower Miocene John Day Forma-
Rocks of this Eocene and lower Oligocene formaion, a sequence of volcanic and sedimentary rocks
tion crop out extensively from Clarno to a fewthat are widely exposed throughout central Oregon.
miles east of Madras where they project beneattne John Day Formation was originally described
younger rocks. They reappear in several areasfiom scattered exposures along the John Day River
the northeast part of the reservatiohigire 3 between Clarno and Picture Gorge (Merriam,
mostly marginal to and northwest of the Muttori901a, 1901b), 40 to 50 miles east of the reserva-
Mountains. The total thickness of the formation ition. It has been traced westward from the John
and adjacent to the reservation or its distributidday River to areas a few miles east of Madras
beneath younger volcanic and sedimentary rocksadere it is buried by basalt flows of the Columbia
unknown; presumably it underlies most of th®iver Basalt Group and the Dalles Formation
reservation. (Waters, 1954; Peck, 1964; Swanson, 1969; Rob-

The Clarno Formation exposed on the reservaason, 1975). The formation reappears in the
tion consists principally of altered (zeolitized andanyon of the Deschutes River and is exposed west
argillized) andesitic flows, flow breccias, andf the river in the lower reaches of Tenino and
mudflows with local minor interbeds of tuff andShitike Creeks and in the canyon of Warm Springs
tuffaceous siltstone. Several andesitic plugs thRiver below the junction of Mill and Beaver
fill source vents for these flows and clastic rock€reeks. Smaller outcrop areas of the formation are
have been recognized on the Deschutes River,present at Hehe Butte and a little further to the
Eagle Creek southwest of Frieda, and on hilsouthwest at Sidwalter Butte.
about 2 miles north-northwest of Kah-Nee-Ta Hot  Within the reservation the John Day Formation
Springs. A part of the Clarno Formation neatonsists predominantly of an interbedded sequence
Frieda, just north of the reservation, was described light-colored air-fall and water-deposited ash,
by Hodge (1941) to be about 2,000 feet thick ardpilli tuff, both welded and nonwelded ash-flow
composed of interlayered light-colored rhyoliteuff, and rhyolitic flows. Local rhyolitic vents form
tuff, sandstone, shale, some agglomerate, aplligs and domes. The maximum thickness of the
several basalt flows. sequence is about 2,000 feet in and near the reser-

vation, but the thickness is highly variable.
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Most of the rhyolite flows and domes are alongicture Gorge Basalt have been recognized on the
the crest and upper slopes of the Mutton Moumeservation. The flows are exposed on the Laughlin
tains and on the ridge southwest of Kah-Nee-THills in the northern part of the reservation, on
Hot Springs, whereas the volcaniclastic and segilateaus of the eastern part of the reservation, and
mentary rocks tend to form the lower, more easilip Deschutes River Canyon south of Warm
eroded, slopes. Much of the fragmental material Bprings. Some former outcrops of these flows are
the ash and tuff beds originally was rhyolitic glassiow covered by water impounded behind Pelton
but commonly it has been altered to zeolites, cl&yam on the Deschutes Rivétigure J).
minerals, opal, and other minerals. According to Robison and Laenen (1976, p. 5),

rocks of this unit "...consist of basalt flows which

Basalt Porphyry-One small mass of basaltare dense, hard, and not easily eroded, but where
porphyryis exposed in the Deschutes River canysnfficiently fractured it will transmit water readily.
at the east base of the Mutton Mountains. TH@n the reservation, the basalt is generally less than
porphyry intrudes rocks of the Clarno Formatior800 feet thick...."
but it is not in contact with any of the younger
rocks units of the area. Hence, it may be the samalles Formation
age as part of the Clarno Formation or it may be

much younger. Light-colored tuffaceous sedimentary rocks,
with some interlayered flows of basalt and ande-
Columbia River Basalt Group site, comprise the bulk of the Dalles Formation in

and adjacent to the reservation. The formation,
Miocene and possibly lower Pliocene columnawhich originally was named for comparable rocks
jointed basalt flows and local thin interbeds of tufin areas north of the reservation near The Dalles,
and tuffaceous sandstone that represent part of @eegon, locally rests unconformably on flows of
Columbia River Basalt Group unconformablyhe Columbia River Basalt Group and within the
overlie the John Day Formation in the northern anméservation also rests on both John Day and Clarno
eastern parts of the Warm Springs Indian reserd@ermations. At various times these rocks also have
tion. The flood basalts of the Group are part of orieeen referred to informally in published reports as
of the most extensive units in the Pacific Norththe Madras and Deschutes Formations. The most
west, extending across much of eastern Washirgxtensive exposures of the unit are in the drainage
ton, northeastern Oregon, and northwestern Idalmasin of Seekseequa Creek, and to the south along
Throughout this vast region the Group has bedie canyon of the Metolius River. Smaller outcrop
subdivided into several formations including thareas are present along Tenino and Shitike Creeks,
Yakima and Picture Gorge Basalts characterized Bgpd northward along the margins of Warm Springs
distinctive mineralogy and chemistry. According t&river. A maximum thickness of about 1,000 feet is
Waters (1968b), distal parts of both Yakima anexposed in the walls of Seekseequa Creek Canyon;
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the unit thins to the northeast and finally laps otlhe Dalles Formation and correlative with flows of
on the older rocks in and adjacent to the Muttaine Columbia River Basalt Group which crop out
Mountains. nearby.

According to Waters (1968b), the formation is
composed chiefly of "...water-laid pumice-richYounger Volcanic and Sedimentary Rocks
pyroclastic rocks, showing much crossbedding and
channeling." It also contains numerous ash-fall General-Most of the central and western part
deposits and less abundant welded and nonweld#dhe reservation is underlain by flows and flow
tuffs. Basalt and andesite flows that are intebreccias of andesite, basaltic andesite, and basalt
bedded with the clastic rocks of the unit are geneand volcaniclastic deposits that belong to upper
ally too thin to be shown at the scale of the ge&enozoic sequence generally referred to as the
logic map Figure 3, but a few more extensivevolcanic rocks of the High Cascade Range. Al-
flows are delineated. Other, thinner, flows arthough they are littl&nown from areas within the
shown by Waters (1968b). reservation, they have been described in adjoining

The formation has been considered to be afeas (Thayer, 1936, 1937; Williams, 1942, 1944,
both late Miocene and Pliocene age, with the lates®57; Peck and others, 1964).
published consensus indicating a Pliocene age In and near the reservation the volcanic rocks
(Newcomb, 1966). However, recently publishedf the High Cascade locally can be divided into a
potassium-argon dates indicate that both Pliocelmver unit dominated by olivine-bearing basalt
and Miocene age rocks are probably present. flaws in widespread sheets 10 to 20 feet thick, an
published potassium-argon date (Armstrong angper unit of andesite and basaltic andesite flows
others, 1975, sample locality 25) obtained on that range in thickness from a few feet near vents
sample of andesite flow, probably interstratifiedo more than 100 feet on the flanks of the volca-
with the upper part of the unit, indicates an age abes and in intracanyon accumulations and a few
about 5.7 million years. The sample location is docal late andesite and basaltic flows and cones that
the northeast wall of Whitewater River Canyon are postglacial in age. This entire volcanic se-
an altitude of 3,100 feet, 0.7 miles northeast of tlgience is considered to be Pliocene to Holocene in
confluence of Whitewater and Metolius Riversge (Williams, 1957; Peck and others, 1964, p. 38).
(44°40'38" N. lat.; 121°32'08" W. long.). Anothe©nly a few flows have been dated by potassium--
potassium-argon date on an olivine basalt floargon methods (Armstrong and others, 1975,
mapped as part of this unit (Waters, 1968b) arsémple localities nod4.1, 12, and 13), all from the
collected from the west wall of Deschutes Riveupper part of the flow sequence. Porphyritic ba-
canyon 2.5miles north of Rund Butte Dam saltic andesite from two different localities on Bald
(44°38'22" N. lat.; 121°16'06" W. long.) indicate®eter, in the southwestern part of the reservation,
an age of about 15.9 m.y. (Armstrong and othergave ages of 2.1 million years and one sample of
1975). Perhaps this basalt flow may be older thamtracanyon olivine-bearing basalt, collected on the
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north side of Jefferson Creek one mile upstreayounger volcanic rocks. The gravels, which are
from the Metolius River, is 1.6 ittion years in more than 100 feet thick in places, are mostly well
age. sorted and composed largely of andesite debris
spread eastward by streams emerging from the

Olivine Basalt--Thin flows of olivine basalt Pliocene and Pleistocene volcanic piles of the High
cap most of the plateau areas in the central aBdscades to the west. Waters (1968a, 1968b)
south-central parts of the reservation, includingonsidered the gravels to be of Pleistocene age, but
Schoolie Flat, Mill Creek Flat, and Tenino andome of these gravels may be as old as Pliocene
Metolius Benches. Commonly the flows form(Robison and Laenen, 1975, p. 6 and pl. I).
clifflike rims on the margins of benches and pla-
teaus. Throughout most of this area the flows rest Valley-Filling Basalt--Following erosion of
discordantly on the Dalles Formation, but nedhe deep canyons of the Deschutes and Metolius
Schoolie Flat northwest of Kah-Nee-Ta HoRivers, basalt flows from vents outside the reserva-
Springs, the flows lap directly on both Clarno antion partly refilled the river channels in late Pleis-
John Day Formations. Both here and in adjoiningcene or Holocene time. Remnants of these thick
areas geologic and isotopic data indicate that theagacanyon olivine basalt flows are present in
olivine basalt flows are probably all of Pliocengsolated patches along the wall of Metolius River
age. Vents for these flows have not been recoganyon from a few miles below the confluence of
nized. Presumably they are buried under the youdefferson Creek to Lake Billy Chinook.
ger overlying andesite and basalt flows and flow
breccias that erupted from vents along the axis of
the Cascades. Glacial and Glaciofluvial Deposits

Andesite--Stratigraphically and discon- In the western part of the reservation, at alti-
formably above the olivine basalt is a widespreaddes mostly above 4,000 feet, small glacial mo-
unit (Ta) of flows, flow breccias, and mudflows ofraines locally have been reworked by streams.
Pliocene and Pleistocene age that form the highdpst and perhaps all of the moraines are deposits
slopes ranging to the crest of the Cascades. Tinem late Pleistocene and Holocene glaciers high
flows, breccias, and mudflows are composed the Cascades and small glaciers still present on
predominantly of pyroxene andesite and olivinount Jefferson. Most of the morainal material is
andesite. unsorted and consists of angular to subangular

boulders and cobbles embedded in a sparse sandy

Gravels--In the central and west-central part ofmatrix composed of rock and mineral fragments
the reservation, particularly on Mill Creek Flatfrom the High Cascades andesites and locally with
extensive gravel beds occur stratigraphically abogeme admixed pumice; stratification is rare. At
the andesite and basalt flows and breccias of tlwsver altitudes, streams have reworked some of the
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glacial till, producing slightly better sorted andandslide deposits are present in the northern part

bedded deposits of silt, sand, and gravels. of the reservation, all in areas underlain by the
John Day Formation. The largest landslides are in
Late Andesite and Basalt the canyon of the Deschutes River, one near the

confluence of Warm Springs River and another

In the southwestern part of the reservation thebetween Kaskela and North Junction. Small land-
are a few small areas of young flows of olivinglides are present in the John Day Formation along
andesite and basalt. Some of these are on the flaitkscontact with overlying flows of the Columbia
of well preserved cinder cones (A. C. WaterRiver Basalt Group southwest of the Laughlin
unpub. map) and one extensive flow fills the valleMills. Other small unmapped landslides are on the
of Jefferson Creek near the boundary of the resateep walls of Deschutes River canyon.
vation (Walker, Greene, and Pattee, 1966). The
vent areas of some of these flows generally consist
of accumulations of eruptive fragmental materigtructure
including scoriaceous cinders, blocks of more
massive andesite or basalt, and irregular layers of Little detailed information is available concern-
partly agglutinated lava; commonly a centrahg the structure of Tertiary and Quaternary rocks
intrusive plug or conduit and radial or concentriexposed on the reservation, although a few faults
dikes are exposed through the mantle of eruptiesd folds have been mapped. Deformation that has

flow and fragmental material. been recognized in nearby areas mostly predates
the volcanic rocks of the High Cascades and,
Young Surficial Deposits hence, is nearly all Miocene and older. In general

the Pliocene and younger rocks are largely
Unconsolidated surficial deposits of severaindeformed, except for minor local faulting, and
kinds occur sparingly on the reservation and all ameost slope gently eastward from the crest of the
considered to be of late Pleistocene or Holoce@ascade Range to the Deschutes River. This
age (Waters, 1968a, 1968b; Robison and Laen@astward inclination results largely from deposition
1976). on original slopes marginal to volcanic vent areas
Alluvium, in the form of sand, gravel, silt, andlocalized along the axis of the High Cascades. In a
clay in flood plains and channel fill, occurs underfew places flows and associated volcaniclastic
lying or adjacent to rivers and streams throughotdcks are inclined away from isolated vents or
the reservation and in several large fanlike deposdemal masses.
above stream level on the margins of Schoolie Flat. Newcomb (1970) shows an east-west anticlinal
Only the larger areas of these deposits are showarp in the Clarno and John Day age rocks in the
on Figure 1and nowhere on the reservation argortheastern part of the reservation and a north-
they more than 50 feet thick. Several areas east-trending synclinal warp that apparently pro-
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jects a short distance into the reservation a feMetallic Mineral Resources
miles north of Pelton Dam on the Deschutes River.
A few faults, probably all with normal displace- A few tens of miles southwest of the reserva-
ments, have been mapped by Waters (1968mn in the Bohemia, Blue River, Quartzville, and
unpub. geol. map). The most conspicuous of theNerth Santiam mining districts, some ores of gold,
faults is at the west base of Bald Peteig(re 3 silver, copper, lead, and zinc have been produced
where a precipitous scarp suggests a displaceméntn fissure veins in Tertiary volcanic rocks,
of more than 1,000 feet, although part of the religirobably the age equivalent of the John Day For-
on the scarp may result from glacial erosiomation. The veins probably are late Miocene in
Another fault with normal displacement followsage, and are believed to be genetically related to
the drainage of Metolius River from Jeffersowlioritic intrusive rocks (Callaghan and Buddington,
Creek north-north- eastward for about 10 miles; its938). The intrusives may indicate the sites of a
southward projection is at the west base of Gre@rmer north-trending chain of volcanoes (Peck
Ridge where normal displacements of at leaahd others, 1964) now mostly removed by erosion.
1,800 feet are known. Other faults mapped by No record was found of metallic mineral
Waters (unpub. map) include one northwesteccurrences on the reservation. The nearest metal-
trending in the canyon of the Metolius Rivetic mineral production has been from the Ashwood
between Lake Billy Chinook and Whitewater Riveand Horse Heaven areas, 40 to 50 miles east.
and one on the southwest side of Sidwalter Buttes. The Oregon King mine, located a little more
than 20 miles east of the reservation, produced
silver ore valued at over $230,000 between 1898
MINERAL RESOURCES and 1963. Production was from mesothermal
deposits, both cavity-filling and regailement types,
General related to a tectonic breccia zone and a zone of
east-west faulting (Ojala, 1964, p. 1) in rocks of
The Warm Springs Indian Reservation is in athe Clarno and possibly John Day Formations
area of low mineral potential, and evaluation of th@.ibby and Corcoran, 1962).
geology indicates that commercial deposits of Mercury has been produced from fissure veins
metallic and nonmetallic minerals are not likely tan basalt or basaltic andesite of Miocene age
be found. However, some of the geology in th@robably part of Columbia River Basalt Group) in
northeastern part of the reservation is similar the Oak Grove Fork area (Brooks, 1963, p.
that in nearby areas that contain small to moderdt65-111), about 15 miles west of Mount Wilson;
sized commercial mineral deposits. several mercury mines are present east of the
reservation in rocks of both the Clarno and John
Day Formations.
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The Horse Heaven area, located in the Ochogooup of warm springs along a 1 Y2-mile reach of
Mountains about 45 miles east of the reservatiowarm Springs River, some emerging at river level
has been the site of much of Oregon's mercuaynd others at somewhat higher levels and as much
production. Between 1934 and 1958, the Horses 100 feet from the river bank. The slightly alka-
Heaven mine produced 16,600 flasks of mercuryne spring waters flow directly from fractures in
The Horse Heaven ore bodies are associated wittyolite or welded tuff of the John Day Formation
a biotite rhyolite plug which intruded volcanicnear its contact with the volcanic rocks of the
rocks and sediments. They were formed locally inderlying Clarno Formation. An apparent N. 75°
breccia zones, along faults, and in rhyolite tuffév. alignment of the springs along Warm Springs
overlying the intrusive plug (Gilbert, 1958, p. 25)River suggests to Norman MacLeod and Edward
Sammel (written commun., 1973) that the thermal

Energy Resources waters may be rising along a single fault near this
contact.
General Temperatures of the hot-spring waters vary, but

are as high as 182°F (83.5°C). Furthermore, an

The only potential energy resources on theven higher aquifer temperature based on water
reservation are geothermal and hydroelectrichemistry was computed by Mariner and others
Noncommercial occurrences of uranium are knowd974) for thermal waters at Kah-Nee-Ta Hot
from the John Day and Clarno Formations both Bprings. The silica content (conductive model)

the Mutton Mountains and in areas south afuggests 282°F (139°C) and the ratio of contained

Prineville. Accumulations of hydrocarbons (coalsodium and potassium indicates 217°F (103°C); the

oil, and gas) do not occur on or near the reserwghemistry indicates that these are mixed waters so

tion. that rock temperatures at depth may be somewhat
higher.
Geothermal Resources The potential for geothermal energy related to

the large and young volcanoes of the High Cascade
The presence of both hot springs and yourRange, such as Mount Jefferson, is difficult to
andesitic and basaltic volcanoes on the reservatievaluate. Most and perhaps all of the volcanic
may indicate some potential for the developmenttivity at Mount Jefferson is Pleistocene in age,
of geothermal energy beyond that currently beirgnd the limited amount of glaciation on the moun-
used at the resort at Kah-Nee-Ta Hot Springs. Datian suggests that it is largely late Pleistocene.
provided by Robison and Laenen (1976), Marin&Vhether this volcanism is sufficiently young for
and others (1974), and by Norman MacLeod andolten magma or large volumes of hot rock to
Edward Sammel of the U.S. Geological Survepersist at relatively shallow depth beneath the
(letter to Olney Pratt, Chairman, Warm Springsolcano remains to be demonstrated. There are no
Council, Nov. 14, 1973) indicate that there is karge volumes of young rhyolitic or dacitic volca-
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nic rocks on Mount Jefferson or on other smaller On the basis of temperature alone the
young volcanoes in the western part of the resery@ah-Nee-Ta hot springs appears to have potential
tion. This paucity of young silicic volcanic rocks infor space heating and hydroponics. Detailed geo-
this part of the Cascade Range suggests a ratlogiical and geophysical surveys are needed to fully
low potential for the development of geothermadssess the potential.
energy.

Kah-Nee-Ta hot springs, located in Secs. 19
and 20, T.8S.,R. 13 E., about 9 miles northeast of
Warm Springs, has been developed into a resort
complex including mineral baths, hotel, restaurant,
and camping facilities. The springs are not now
being used for space heating. Water from the hot
springs has been analyzed by the U.S. Geological
Survey (Mariner and others, 1974); results are
listed inTable 1

Kah-Nee-Ta hot springs' chemical composition
is characteristic of that of hot water-dominated
systems, as compared to vapor-dominated (dry
steam) systems developed for electric power
generating (Mariner and others, 1974, p. 21). Most
hot water systems are characterized by hot springs
that discharge at the surface. The chemical compo-
sition, areal-distribution and associated hydrother-
mal alteration near the springs are useful in provid-
ing evidence on probable subsurface temperatures,
volumes, and heat contents (White and Williams,
1975, p. 7).

White and Williams (1975, p. 7) divide
hot-water convection systems into three tempera-
ture ranges: (1) above 150° C - systems may be
considered for generation of electricity; (2) from
90° C to 150° C - attractive for space and process
heating; and (3) below 90° C - systems are likely to
be used for heat only on a local basis and under
very favorable circumstances.
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TABLE 1
Physical and Chemical Character of Kah-Nee-Ta Hot Springs
(Mariner, Rapp, Willey, and Presser, 1974, p. 10-20.) (White and Williams, 1975, p. 46-47)

Spring water

Temperature (°C) 52°
pH 8.32
Specific conductance 1370
Silica (SiO 2) 104 mg/l
Calcium (Ca) 3.2mgl/l
Magnesium (Mg) .05 mg/I
Sodium (Na) 325 mg/l
Potassium (K) 3.4 mgl/l
Lithium (Li) .52 mgl/l
Bicarbonate (HCO ;) 493 mg/l
Carbonate (CO ) 9 mgl/l
Sulfate (SO ) 34 mgll
Chloride (Cl) 155 mg/l
Fluoride (F) 21 mgl/l
Boron (B) 2.6 mgl/l
Flow of spring 200 liters per minute
Gas trace
Spring deposits
CaCQ trace
Silica -

Rock type at spring: rhyolite, andesite, basalt, tuff
Estimated thermal aquifer temperature

Silica conductive 139°C
Silica adiabatic 135°C
Na-K 17°C
Na-K- sca 103°C
Na-K-Yaca 121°
Reservoir assumptions
Subsurface area 1.5km 2
Thickness 1.5 km
Volume 2.25km 3
Hydroelectric Power is on reservation land, the Confederated Tribes

receive an annual rent from the electric company.

Round Butte and Pelton Dams, two sources of Round Butte Dam has a total installed genera-
hydroelectric power, are adjacent to the reservir capacity of 247,050 kilowatts, and that of
tion. They are owned and operated by PortlarRelton Dam is 108,000 kilowatts (Pacific North-
General Electric Co. Because half of each dam sik@st River Basins Commission, 1972, p. L-7 and
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L-5). Lake Billy Chinook, the reservoir behindor scoria produced from deposits on the reservation
Round Butte Dam, has a storage capacity ©f not known. Quarry and borrow pits are plotted
535,000 acre feet with a surface area of approxan Figure 1
mately 4,000 acres. Lake Simtustus, behind Pelton
Dam, has a storage capacity of 32,000 acre-feRarlite
with a surface area of 360 acres (Oregon State
Water Resources Board, 1969, P. 99). General-Perlite is a glassy volcanic rock
In addition to the above existing damsites, twavhich occurs in flows consisting of thick accumu-
areas close to the Deschutes River near the nofitions of pyroclastic debris and other rocks. Its
eastern edge of the reservation are being evaluatednposition ranges from rhyolite to that of ande-
by the Corps of Engineers as potential pumpeite and it contains 2 to 5 percent water
storage sites as a source of supplemental peak{@desterman, 1975, p. 927). When perlite is heated
capacity (U.S. Army Corps of Engineers, 1976, papidly under controlled conditions, it expands into
102-103 and Figure 25). a porous, frothy material having low bulk density,
low thermal conductivity, high resistance to fire,
and low sound transmission. These properties

Uranium make perlite useful for aggregate and insulating
material.

Occurrences of uranium minerals are known In 1974, the average price of crushed, cleaned,
from some Miocene age rocks in the Muttomand sized crude perlite sold to expanding plants
Mountain and in areas south of Prineville (Whiteyas $11.89 per short ton f.0.b. mine (U.S. Bureau
1949). Apparently none are currently of economiaf Mines, 1976). Expanded perlite had an average

importance. value of $73.29 per ton (Meisinger, 1975, p. 9).

Nonmetallic Mineral Resources Occurrence-Between 1946 and 1954, perlite
was mined and milled at the Lady Frances mine

General just north of the reservation in the NEY4 sec. 24, T.

6 S., R. 13 E.Kigure 3. Development of the

Nonmetallic commodities occurring on orproperty was begun by Dant and Russell, Inc. of
adjacent to the reservation are perlite, volcanRortland in 1945. They completed a pilot plant in
tuff, diatomite, zeolites, gem stones (thunder egd946 and began production in 1947tish mining
and black agate), and sand and gravel. Rock suitas underground and over 2,000 feet of workings
able for both riprap and crush stone are abundawere driven. After 1948, mining was by open pit

The only active mining operation is a smal(Eng. and Mining Jour., 1948, p. 67). The mine
building stone quarry (Nasweytewa, personaperated more or less continuously until 1952
commun., 1976). The amount of pumice, cindersshen the operation was leased to Kaiser Gypsum
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Co. In May 1953, Kaiser relinquished the lease and Uses--The construction industry consumes
Dant and Russell resumed operations. Two thoabout 60 percent of domestic perlite production,
sand tons of crude perlite were mined and 4,1@dimarily as aggregate in insulation boards
tons of expanded perlite valued%&1,000 were (Chesterman, 1975, p. 927). The end uses of
sold or used to manufacture acoustical tile (U.8xpanded perlite in 1973 were: filter aid 19 per-
Bureau of Mines, 1956, p. 839). Mining stoppedent, plaster aggregate 10 percent, concrete aggre-
and the plant was dismantled in 1954. There is gate 7 percent, horticultural aggregate 5 percent,
record of any activity since that time (U.S. Burealow-temperature insulation 2 percent, masonry and
of Mines, 1955-1972). cavity fill insulation 1 percent, fillers 2 percent,

The Clarno Formation contains perlite iformed products 8 percent; the other 46 percent
central Oregonkigure 3shows the extent of thisincludes insulation board and lesser uses such as
formation within the reservation (Waters, 1968aint textures, bonding agents, polishing com-
maps). At the Lady Frances mine, the main perlimounds and miscellaneous industrial and agricul-
zone is in a platy, aphanitic, gray trachyte overlainiral products (U.S. Bureau of Mines, 1973, p.
by a thin bed of black glass (Allen, 1946, p. 2000).
Near the mine the perlite crops out at three locali- Perlite aggregate plaster dries quickly, lends
ties: at and near the mine portal, 2,000 feet soutkelf to machine applications, and has relatively
along Eagle Creek and over the ridge to the northigh elasticity. Portland cement concrete made
west. Allen believes these occurrences are conith perlite aggregate offers up to 20 times more
nected beneath the soil cover. The principal perliteermal insulation than does conventional con-
zone is 150 feet thick at the mine portal, but 40€rete. The high silica content of perlite and its high
feet south it is less than 30 feet thick. A rhyolitadsorptive properties render it chemically inert in
plug (400 feet by 800 feet) north of the mine portahany environments and suitable for filters and
is surrounded on three sides by perlite and méifers (Chesterman, 1975, p. 927-928).
represent the vent for the eruption (Allen, 1946, p.
4). Specifications-Because low-bulk density is

A perlite deposit, known as the Axford-Huntessential, the total volume of non-expansible
occurs across the Deschutes River about 3 milkesterials should not exceed 20 percent of the
east of the Lady Frances mine (Mason, 1951, furnace feed. Perlite ores may have a wide variety
14). Other information concerning the deposit ief characteristics, such as degree of vesiculation
unknown. and range of colors. However, the expanded perlite

A reported perlite occurrence is on the reservaroducts should have a light or white color for
tion near Simnasho in T. 7 S., R. 12 E. (Oreganost applications.
State Water Resources Board, 1961, p. 6). No other The ASTM (American Society for Testing
information was found concerning this occurrencélaterials) standards for perlite used in plaster

specify that aggregate shall not weigh less than
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7-%2 nor more than 15 pounds per cubic foot. That Two basic types of furnaces are used to process
used in insulating concrete shall not be less thaerlite: (1) the rotary horizontal, and (2) one of
7-% nor more than 12 pounds per cubic foot; faeveral varieties of stationary vertical furnaces.
horticulture the density should not be less than 5.0 Properly sized perlite is injected into a furnace
pounds nor more than 8.0 pounds per cubic foahd heated. Expansion (popping) takes place
(Chesterman, 1975, p. 928). between 1400-1800°F when perlite becomes plastic

Chemical analysis of perlite samples from thand the entrapped water escapes as steam, expand-
Lady Frances mine compared with analyses of tigy the hot perlite particles. As the particles expand
perlite from other areas are includedlable 2 they are withdrawn from the furnace by a suction

fan and passed through a system of cyclone classi-

Mining Methods--Most developed perlite fiers to remove excessive fines and to collect the
deposits are large enough and the location asgpanded material. The product is bagged for
geology such that they can generally be mined shipment.
open pit methods. Sites with a minimum of over-
burden are usually selected. The perlite can be
mined by ripper-equipped bulldozers, or, if th&olcanic Tuff
material is dense, the rock can be loosened by
blasting. Trucks and carryalls are normally used for General-Volcanic tuff is essentially a light-
transportation to shipping points or storage faciliweight volcanic rock composed primarily of
ties (Chesterman, 1975, p. 931). cemented particles of ash and pumice with minor

amounts of obsidian, basalt, and other volcanic

Milling and Processing MethodsThe general rock fragments.
milling procedure for perlite is described by
Chesterman (1975, p. 931-932). The quarried Occurrence-Occurrences of volcanic tuff
perlite is reduced by crusher to minus five-eightrsuitable for building stone are near the Mutton
inch size. If necessary, the crushed ore is treatedviountains. One occurrence, the Pine Grove de-
a rotary dryer to reduce the free moisture contentposit (Rainbow quarry) is in the NW¥%4, Sec. 11, T.
less than 1 percent. The dried perlite is furthér S., R. 11 E.RKigure ). According to Mason
crushed to produce appropriate furnace feed f(k951, p. 18) the tuff is platy and greenish to gray
specified products. The sized perlite is then storéal buff with dark red or brown bands. According to
in bins from which it is withdrawn for blendingthe Bureau of Mines (Mineral Yearbook, 1956, p.
and mixing. The minus 100-mesh fraction, detrB34), the stone was used primarily as a decorative
mental to the final product, is removed by aistone and marketed as "Rainbow Rock," so named
classification. These fines constitute as much as Bécause of the various shades of red, pink, and
percent of the mill feed and are rejected. brown.
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The only rock quarry in operation on thel5 to 30 tons, but may be as large as 70 tons

reservation is in the S%2NW¥% sec. 1, T. 7 S., R. {Rower, 1975, p. 167).
E. Only a small amount of production is antici-
pated (Nasewytewa, personal commun., 1976).  Marketing Potential-The marketing potential

Other quarry sites shown origure 1 are of dimension stone is governed by such things as
presumed to have supplied materials for local ro@dlor, pattern, and texture. Soundness or freedom
building and maintenance needs. from flaws is one of the most important factors,

and yet one of the most difficult to determine.

Characteristics and Useg he volcanic tuffin  Special handling methods are required to extract
Oregon has characteristics that make it desiratdad transport the stone. The total output of a quarry
for dimension stone (Mason, 1951, p. 15): it is small compared to other industrial rocks and
easily quarried and shaped, is relatively lighhinerals. Such factors as size of the deposit,
weight, and resists decomposition by weatheringmount of overburden, distance to the market,
Many deposits, such as at the Rainbow quarrgyailability of transportation, labor, power, and
have a pleasing color and texture. Tuff has thaher utilities must be carefully considered. Few
advantage of hardening with exposure to weatheteposits would justify building special roads, ralil
ing. Because tuff can be cut and shaped witimes, or utilities for the quarry operation alone
simple equipment, costs are low. (Power, 1975, p. 173).

Dimension stone is in competition with  The principal uses for domestically produced
cheaper, artificial and more uniform materialsough dimension stone are in monumental, archi-
(Power, 1975, p. 157). Because most natural storeetural, and construction applications.
contains variations in color, it is difficult for
guarries to produce a uniform product. An attemBPumice and Volcanic Cinder
to do so increases production cost and waste at the
quarries. Pumice is a light-colored, cellular, almost

frothy rock made up of glass-walled bubble casts.

Mining Methods--Most dimension stone It may occur as coherent, massive blocks com-
guarries cover a relatively small surface area, apdsed of highly vesicular glassy lava in either a
are worked from top to bottom and seldom excedldw or vent-filling, or it may be more or less
a depth of 200 feet. Quarrying involves isolating fiagmented (Peterson and Mason, 1975, p. 991).
mass of stone, cutting it free on all sides excelblcanic cinders are reddish to black vesicular
one. The isolated block is then lifted and brokeinagments formed during explosive eruptions of
free from the parent mass. If the freed block is tomlcanoes. Cinder cones several hundred feet high
large to be sold, it is subdivided into smallemay be produced during such an eruption.
blocks, removed from the quarry, and sent to the
mill. Typical mill blocks usually range in size from
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The main uses of pumice and cinders are in tfider medium in the manufacture of sugar and
construction industry as road surfacing materiahntibiotics (Wagner, 1969, p. 208-210).
railroad ballast, building block aggregate, light-
weight structural concrete, and plastic aggregate. Uses--Processed diatomite has a structure and
There are no reported deposits of pumice amtiemical stability that renders it suitable for certain
volcanic cinders on the reservation. Howevegpplications. The primary use is as a filler aid,
because the reservation area borders the Highich accounts for more than 60 percent of the
Cascades it is possible that pumice and volcardomestic demand (U.S. Bureau of Mines, 1973, p.
cinder deposits are present. 499). The diatom structure, low bulk density, high
absorptive capacity, high surface area, and rela-
tively low abrasion make diatomite valuable as a
Diatomite filler and an extender in paint, paper, rubber, and
plastics, as an anti-caking agent, as thermal insulat-
General-Diatomite is a siliceous sedimentaryng material, as a catalyst carrier, as a chromato-
rock composed principally of the fossilized skeletajraphic support, and as a polish, abrasive, and
remains of diatoms, single-celled aquatic planfsesticide extender (Kadey, 1975, p. 605).
related to algae. Diatomite has been formed by the
induration of diatomaceous 00ze and consists Specifications-In evaluating a diatomite
mainly of diatomaceous silica, a form of opatleposit, the following criteria must be considered
formed in the cell walls of the living organism(Kadey, 1975, p. 618): (1) color--the whiter the
(Kadey, 1975, p. 605). color the more desirable it is as a filler, (2) low
bulk density--indicates freedom from contaminants
Occurrence-Baldwin (1946, p. 5) reports asuch as sand and clay, (3) low degree of consolida-
diatomite deposit about 45 feet thick in the NWtion--highly consolidated diatomite is hard to mill
sec. 25, T. 11 S.,, R. 11 E. The diatomite bed liend generally has a degraded structure. Chemical
between two basalt flows exposed in a river gorganalysis becomes important only after the physical
The overlying basalt ranges from 3 to 15 feet thickuitability has been ascertained.
This diatomite occurrence may now be below the
waters of Lake Billy Chinook.
Between 1920 and 1961, diatomite was mine@em Stones
extensively near Terrebonne, Deschutes County,
about 30 miles south of Madras. This deposit According to Dake (1945, p. 86), the Mutton
underlies 800 acres and had a usable thicknessMijuntains area of the Warm Springs Indian Reser-
22 to 28 feet. Original exposures were apparenthation is noted for its "thunder eggs,” geodes, and
small and unimpressive. Terrebonne diatomite is sb-called "black" agate. The southern portion of
high quality. Much of the diatomite was used asthe reservation is noted for the large masses of fine
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"black" agate in addition to the usual "thunder Zeolites, which have unique physical and
eggs.” chemical properties for purification of liquids and

Some of the opal, chalcedony, and agate frogases, have been identified in most sections of the
the Mutton Mountains area is coated by minutéohn Day Formation and, at least locally, in sec-
particles of secondary uranium minerals, and oftéions exposed in the northeast part of the reserva-
exhibit a pale-green to yellow fluorescence. Norigon. Whether any of these deposits will ultimately
of the uranium minerals are considered to H®e developed for the extraction of zeolites remains
present In commercial quantities (White, 1949, po be determined.
2-3).

At the present time the Tribe does not allow ENVIRONMENTAL EFFECTS
rock collecting or prospecting on the reservation by
non-Indians. There has been no attempt to develop Mining of perlite, dimension stone, cinders,

any tribal-sponsored digging areas. and diatomite would be by surface operations.
Because of the low potential for large-scale devel-
Aggregate opment of these commodities, the resulting distur-

bance would be very limited, and with proper
Material suitable for concrete aggregate iplanning the disturbed areas could be reclaimed.
abundant throughout the reservation. Well sorted Development of the mineral resources probably
gravels, locally more than 100 feet thick anevould not require major road construction as the
composed largely of andesite boulders, are fouedisting network of dirt and gravel roads covers
on Miller Creek Flat. Other local sources of santhost of the reservation. Short connecting roads
and gravel may be found near present drainagesm the mine or quarry sites and widening of
and in several large fan-like deposits on the maeme present roads would most likely be adequate.
gins of Schoolie Flat. Rock suitable for riprap and Development of geothermal resources for
crushed stone is abundant throughout the area.greenhouse heating or space heating would result
in very little surface disruption. If the hot springs
Potential Mineral Resources are found to be suitable for geothermal energy
production, the construction of power plants,
Although no significant mineral deposits areooling towers, and steam gathering lines will be
known on the reservation, there may be sonmecessary. This will have an impact on the land
potential for lithium and zeolites. primarily during the developmental stage and over
Recent geochemical surveys have shown thatimited area. As construction of the geothermal
lithium is present in significant amounts in sefield is completed, much of the area could be used
guences of silicic volcaniclastic rocks of middldor other purposes (Bowen, 1973, p. 213).
and late Cenozoic age similar to those of parts of
the John Day and Dalles Formations.
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RECOMMENDATIONS FOR FURTHER
WORK

1. Areas underlain by the Clarno and John Day
Formations, with special reference to areas of
rhyolite flow, domes, and plugs, should be
examined geologically and geochemically for
mercury, uranium, lithium, and zeolites.

2. Further study of the Kah-Nee-Ta hot springs
and the surrounding area appears warranted.
3. The perlite occurrences in the Mutton
Mountains area should be mapped and sam-
pled.

4. An investigation of the gem stone potential
on Indian land should be made to determine
source areas and market possibilities.
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Table 2 Click back button (<<) on toolbar to return to text

Analyses of perlite mined at the Lady Frances mine compared to perlited mined at other localities in the U.S.
(NA - Not Available)

Constituent 1 2 3 4 5 6 7 8
SiO2 73.79 73.28 73.6 73.1 74.4 73.6 74,1 71.4
A1203 12,40 12.55 13.2 12.8 12.4 12.7 13.3 13.7
Fe203 .52 .58 NA NA NA NA NA NA
Fe0 .62 .63 NA NA NA NA NA NA
Total Fe NA NA .8 .7 .9 .7 .5 .9
Mg0 11 .08 1 .2 .1 .2 .1 .2
Ca0 .80 .80 .6 .9 .7 .6 .6 .5
NaZO 3.16 2.97 4.1 3.0 3.5 3.2 3.5 2.9
KZO 4,84 5.00 4.1 4.7 4.7 5.0 4.6 4.9
H20+ 3.24 3.60 3.3 3.9 3.3 3.8 3.5 4.9
HZO— .25 .19 .1 .6 .1 .3 .1 .2
TiOz» .09 .09 .07 .08 .13 .10 .05 .10
P205 .01 .01 NA NA NA NA NA NA
MnQ .02 .02 NA NA NA NA NA NA

*1. Lady Frances mine *%5, Milford, Beaver County, Utah

%2, Lady Frances mine *%6. Superior, Pinal County, Ariz.

**3, Big Pine, Inyo County, Calif. #%7. Socorro, Socorro County, N.M,

##%4., Pioche, Lincoln County, Nev. **%*8. Rosita, Custer County, Colo.

* Source: Allen, 1946, p. 14
*% Source: Anderson and others, 1956, p. 5.
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EXPLANATION
{for geologic map)

Qal —}‘ Alluvium
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and Holocene Ql Landslide deposits
a av I Andesite flows {Qa) and
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e N
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